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LUC-042DxxxDSM(SSM) Rev. D Driving the Lighting Revolution
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87,900 120 Vac 80% 60

Hours

90°C

(L x W xH)
(L xW xH)

8.39 x1.71 x 1.20
213 x 43,5 x 30.5

510 g

25°C

to 90% RH

UL/CUL

uUL8750, UL1310 A-C22.2 No. 223-M91, CSA C22.2 No. 107.1-01

CE

EN 61347-1

KS

EN 55015/CISPR15

KS C 76

mission Test & Radiated Emission Test

EN 61000-3-2 nonic Current Emissions Class C
EN 61000-3=3 je Fluctuations & Flicker
FCCP ANSI| C63.4:2009 Class B

EN 61000 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge Level 3, Criteria A
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS Level 3, Criteria A

EN 61000-4-4 Electrical Fast Transient / Burst-EFT Level 3, Criteria A

EN 61000-4-5 Surge Immunity Test: AC Power Line: Line to Line 2 kV

EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS Level 3, Criteria A

EN 61000-4-8 Power Frequency Magnetic Field Test 3A/m , Criteria A

EN 61000-4-11

Voltage Dips Criteria B

EN 61547

Electromagnetic Immunity Requirements Applies to Lighting Equipment
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Driving the Lighting Revolution
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