INVENTRONICS

CUV-150SxxxSP Rev. A 50w
93%
Ta 65 C
< 0.15W
DOE&CEC VI ErP Lot 9
4kV, 6kV
Class |
10G
5000
5
CUV-150SxxxSP 150w 90-305Vac
3
@ 2 120Vac | 220Vac

24V 90~305Vac| 0~6.25A 150 W 92.5% 0.99 0.96 CUV-150S024SP
36V 90~305Vac| 0~4.17 A 150 W 93.0% 0.99 0.96 CUV-150S036SP
48 V 90~305Vac| 0~3.13A 150 W 93.0% 0.99 0.96 CUV-150S048SP

1 100-240Vac

2 220Vac 100% “ "

3 SELV

90 Vac - 305 Vac
47 Hz - 63 Hz
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INVENTRONICS

CUV-150SxxxSP Rev. A 50w
- - 0.5 mA L/N-GND, 264Vac/60Hz
0.25 mA Output-GND, 264Vac/60Hz
- - 1.94 A 100Vac 100%
- - 0.82A 220Vac 100%
220Vac 25 10%Ipk-
(12t) - - 5.49 A%s 10%lpk =492 us
0.9 - -
100-240Vac, 50-60Hz, 60%-100%
- - 20% (90-150W)
-2.5%Vo - 2.5%Vo 100%
100% 20MHz
(pk-pk) - - 1%Vo 0.1uF
10uF
- - 5%Vo 100%
- - +0.5% 100%
- - +1.0%
- 05s 10s 120Vac 100%
- 0.3s 05s 220Vac 100%
20 ms - - 230Vac 100%
- - 5%Vo / 1A/us
. . 10 ms 25% ~ 100%
- 0.03%/ C - =0 C~Tc
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INVENTRONICS

CUV-150SxxxSP Rev. A 150w
@120Vac:
Vo=24V 88.5% 90.5% - 100% 25 C
Vo=36V 89.0% 91.0% - 2%
Vo=48V 89.0% 91.0% -
@220Vac:
Vo=24V 90.5% 92.5% - 100% 25C
Vo=36V 91.0% 93.0% - 2%
Vo=48V 91.0% 93.0% -
- - 0.15wW 115Vac & 230Vac
) 424,000 i 220 Vac 25  80%  (MIL-
Hours HDBK-217F)
100,000 120 Vac 80% 50
) Hours )
-40 °C - +70 °C
-40 °C - +50 °C
5
-40 °C - +40 C
: 5%RH to 95%RH
2000 6500
- - 5000 m
3.5 /1000
-40 °C - +85 °C : 5%RH to 95%RH
(L x W x H) 6.10 X 2.66 x 1.44 7.17 x 2.66 x 1.44
(L x W x H) 155 x 67.5x 36.5 182 x67.5x 36.5
- 7359 -
uL/CuL UL 62368-1, CAN/CSA C22.2 NO.62368-1
TUV & CE EN 62368-1
CB IEC 62368-1
ccc GB 4943.1
EMI

EN 550320, GB/T 9254

Conducted emission Test & Radiated emission Test

EN 61000-3-2, GB 17625.1

Harmonic current emissions
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INVENTRONICS

CUV-150SxxxSP Rev. A 50w
EMI
EN 61000-3-3 Voltage fluctuations & flicker
ANSI C63.4 Class B
FCC Part 150 This qevice compli_e_s with Part' 15 of'the FCC Rules. Operation'is subject to the
following two conditions: [1] this device may not cause harmful interference, and [2]
this device must accept any interference received, including interference that may
cause undesired operation.
EMS
EN 61000-4-2 Electrostatic Discharge (ESD): 15 kV air discharge, 8 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 4 kV, Common Mode 6 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 55032 Conducted emission Test &Radiated emission Test
EN 55035 Electromagnetic compatibility of multimedia equipment. Immunity requirements
1 EMI EMI

4/8
25C

Www.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com



INVENTRONICS

CUV-150SxxxSP Rev. A 50w

CUV-150S024SP CUV-150S036SP
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INVENTRONICS

CUV-150SxxxSP Rev. A 50w

CUV-150S048SP

1.
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